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GENERAL INFORMATION 
 
This regulation is written in terms of authorization. Therefore, when reading it, it should never be 
forgotten that any modification is prohibited if it is not expressly authorized in the documents listed 
below: 
 

- Stellantis Motorsport Rally Cup North America 2026 technical regulation 
- Annexes and addendums to this technical regulation 
- Assembly notices and technical bulletins for approved vehicles. 
- Catalog of constituent parts (base or options) of approved vehicles. 
- Certification forms for admitted vehicles in accordance with Annex J of the International Sporting 

Code. 
 

The technical regulation & annexes as well as the notices, catalogs and technical bulletins will be published 
on the multimedia library dedicated to each model: https://docs.stellantis-motorsport.com/fr 

 
Any replacement of worn or damaged parts must be made with original Peugeot parts (for original and 
standard parts) or with Stellantis Motorsport parts or Stellantis Motorsport options (for specific parts) 
distributed by TEAM FJ as defined and referenced by Stellantis Motorsport in the nomenclatures and 
catalogs of parts constituting the kits for the admitted vehicles. 
 
All work on the vehicle must be carried out according to the repair methods defined by Peugeot for 
original and standard parts or Stellantis Motorsport for specific parts, while remaining in compliance with 
these technical regulations. 
 
Stellantis Motorsport and TEAM FJ reserve the right to modify the technical definition of the vehicles 
admitted as well as the technical regulations of the Stellantis Motorsport Rally Cup North America at 
any time. 
 
Competitors will then be informed of these modifications by the publication of additions to these 
regulations and/or modification of the specification sheet ( spec-sheet ) dedicated to the event concerned 
and/or publication on the multimedia library dedicated to each model. 
 
The competitor is solely responsible for the conformity of his vehicle throughout the Stellantis 
Motorsport Rally Cup North America events, from preliminary technical checks to the publication of 
the results. 
 
 
ARTICLE 1 – DEFINITION AND IDENTIFICATION OF APPROVED VEHICLES 
 
1.1 Type of vehicle allowed 
 
The Stellantis Motorsport Rally Cup North America is reserved for Peugeot 208 Rally4 distributed or 
validated by TEAM FJ in North America 
 
The assembly of the admitted vehicles must be carried out exclusively using the specific parts kits 
distributed by TEAM FJ defined by Stellantis Motorsport and the original series parts distributed by TEAM 
FJ corresponding to these cars, in compliance with the assembly instructions and within the limits 
explained in the remainder of these regulations. 
 
All parts outside of approved vehicle kits and options are prohibited. For example: quick connectors, 
additional thermal protection, etc. 
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The following parts are free in compliance with the regulations of the national federation of the country 
where the event takes place : 
 

- Brake pedal cover 
- bumpers fix and mountings 
- Trip master and mountings 
- Codriver light and mountings 
- Jack and mounting 
- Cornering lights and brackets 
- Second spare wheel support 

 
The vehicle must comply with the technical regulations of the national federation of the country where 
the event is taking place as well as the dedicated FIA homologation sheets for admitted vehicles with the 
latest homologation extensions up to date for each event. 
 
 

ARTICLE 2 – VERIFICATION AND CONTROL TECHNIQUES 
 
2.1 - Technical specification sheet (Spec-sheet) 
 
When a car and/or competitor participates for the first time in the Stellantis Motorsport Rally Cup 
North America, the competitor or its representative must complete and return to TEAM FJ the 
specification sheet providing the mandatory declaration fields concerning the mechanical and electronic 
elements present on their vehicle. 
 
The serial numbers entered in this document are registered as associated with the competitor for their 
participation in the Stellantis Motorsport Rally Cup North America . 
 
Any operation resulting in a modification of the elements and/or numbers initially entered in this 
document may only be carried out after agreement from TEAM FJ and under the supervision of the TEAM 
FJ technical inspector or the technical inspector of the event. 
 
This document, see example of document in Appendix, signed by the competitor or his representative, 
must be sent to TEAM FJ before the first event raced in the 2026 Stellantis Motorsport Rally Cup North 
America. 
 
2.2 - Verification techniques 
 
During the preliminary technical checks, the technical inspectors of the national federation of the country 
where the event is taking place check the so-called safety elements, the identification elements and the 
seals as well as the conformity of the vehicle with these regulations. In this context they may be assisted 
by the technical representative from TEAM FJ and/or Stellantis Motorsport. 
 
The authorization to start the Stellantis Motorsport Rally Cup North America event given by the 
technical inspector(s) of the national federation of the country where the event is taking place is not a 
sufficient condition of conformity for the continuation of the running of the event. 
 
2.3 - Technical controls 
 
At any time during a Stellantis Motorsport Rally Cup North America event , technical checks may be 
carried out to verify the compliance of vehicles with these regulations. These checks will be carried out by 
the steward(s) of the national federation of the country where the event will take place in accordance 
with the FIA sporting rules in force. 
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In this respect, any control, comparison, sampling or performance measurement operation may be carried 
out on all or part of the vehicle in order to ensure its conformity. All costs resulting from these checks will 
remain the responsibility of the competitor without any possibility of financial participation on the part 
of TEAM FJ being possible. 
 
ARTICLE 3 – ROLL CAGE 

3.1 - Designation and definition 
 

Only the bodyshell and its roll cage defined by Stellantis Motorsport and homologated by the FIA are 
authorized. It must be possible to clearly identify the chassis, by reading the bodyshell number on the 
plate welded to the roll cage. 

Any modification of the safety frame is prohibited. Any operation carried out on the frame by machining, 
welding or treatment which results in a permanent modification of the material or structure of the frame 
is considered a modification. 
 
Any repair of the safety cage is prohibited. Any shell with a damaged roll bar must be replaced. 
 
ARTICLE 4 – ENGINE, FUEL AND MAPPING 

4.1 - Designation and definition 
 
The engine and turbo of the eligible vehicles are those defined by Stellantis Motorsport and sold  by TEAM 
FJ. All engines and turbos used to participate in the Stellantis Motorsport Rally Cup North America 
must have been assembled or overhauled, then sealed by Stellantis Motorsport or TEAM FJ. 
 
Neither Stellantis Motorsport's engine partner nor Stellantis Motorsport can be held responsible for the 
reliability or performance development of an engine whose performance level has been certified. 
 
No modifications other than those defined in the assembly instructions are permitted. 
 
The engine serial number will be entered into the spec -sheet and recorded as associated with the 
competitor for the Stellantis Motorsport Rally Cup North America . 
 
Its replacement will only work in the event of a proven malfunction and after agreement from the 
technical inspector. In this case, the competitor must inform TEAM FJ and immediately send a modified 
specification sheet ( spec-sheet ). 

4.2 - Engine sealing 
 

4.2.1 _Identification 
 

Any engine used to compete in the Stellantis Motorsport Rally Cup North America must have seals at 
the cylinder head cover and oil pan as defined by Stellantis Motorsport and illustrated below: 
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The seal numbers are those associated with the engine number on the identification plate as entered by 
Stellantis Motorsport or TEAM FJ following assembly or overhaul. 
 
The presence and perfect legibility of the seal/lead numbers are the responsibility of the competitor . 
 
4.3 - Turbo sealing 
 

4.3.1 _Identification 
 
Any turbo used to compete in the Stellantis Motorsport Rally Cup North America must have a seal at 
the crankcase as defined by Stellantis Motorsport and illustrated below: 
 
 
 
 
 
 
 
 
 
 
 
 
The lead number is the one associated with the turbo number as entered by the Stellantis Motorsport 
partner following assembly or overhaul of the latter. 
 
The presence and legibility of the seal/lead numbers are the responsibility of the competitor. 
 

4.3.2 _Replacement 
 
Any turbo replacement may only be carried out after approval by the technical commissioner. Only the 
use of the turbo declared as a backup in the specification sheet and presented to the TEAM FJ technical 
inspector or the technical inspector of the event during preliminary technical checks is authorized. 
 
It is possible to allocate a backup turbo to multiple competitors. 
 

4.3.3_ Intake flange: 
 
Each turbo must be fitted with a 30mm FIA flange as defined by Stellantis Motorsport and marketed by 
TEAM FJ. A seal must be present on the two flange mounting screws at each preliminary check. 
 
In the event that the turbo does not have a seal on the flange during the preliminary checks, the technical 
commissioner of the national federation of the country where the event is taking place will measure the 
internal diameter of the flange and a seal will be placed. 
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4.4 – Seals 
 
A technical inspector is free to affix one or more seals to any mechanical part(s). 
 
In the event of an intervention which would require the removal of one or more seals , a request must be 
made to the technical inspector or the TEAM FJ technical delegate so that he can supervise the operation 
and affix a new seal. 

4.5 – Compliance 
 
Seals or seals are not a sufficient condition for the conformity of the engine or its turbo. Therefore, as part 
of the conformity checks, the performance of the engine and/or turbo may be checked and they may be 
dismantled. 
 
An FIA seal is not valid at Stellantis Motorsport Rally Cup events. North America. 
 
NB: Stellantis Motorsport seals are not valid at FIA events. 

 
4.6 - Maintenance 
 
Any engine maintenance operation cannot justify the removal of one of the 3 mandatory seals (oil pan, 
cylinder head cover, turbo housing) whether within the framework of the race or outside. 
 
If, during the race, a mechanical intervention requires the replacement of a lead or sealed lead, this can 
only be done with the authorization of a technical commissioner. 
 
Any removal of a seal or lead during a race without the authorization or presence of a technical 
commissioner or, by default, a member of TEAM FJ, will be sanctioned by the exclusion of the competitor 
from the Stellantis Motorsport Rally Cup event. North America in progress. 
 
4.7 - Fuel 
 
Competitors are free to use the fuel of their choice for the rallies in which they participate. 
 
TEAM FJ reserves the right to impose a mandatory fuel for all competitors participating in the SEMI-FINAL 
and/or FINAL. In this case, the use of this fuel is mandatory at all times during the rally. Any use of any 
other fuel, even mixed, or additive is prohibited. 
 
The competitor must take all necessary measures to ensure that it is possible at any time during a test to 
take from the vehicle's tank a minimum volume of 3 liters of fuel necessary for analysis. 
 
The sampling and analysis will be carried out according to the procedure defined in the general 
requirements of the national federation of the country where the event is taking place. 
 
4.8 - Mapping 
 

4.8.1 _ Mapping/Essence 
 

Only the mapping specified in the specification sheet and defined by Stellantis Motorsport is authorized. 
 

4.8.2_ Engine Torque Management (TMS) 
 

The use of the device allowing engine torque management through mapping, as defined by Stellantis 
Motorsport (see technical bulletins) is authorized. 
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Each competitor is free to use this device or not. 
 

4.8.3_ Alternator management (LIN) 
 
The use of the device allowing the management of the engine alternator through mapping, as defined by 
Stellantis Motorsport (see technical bulletins) is authorized. 
 
Each competitor is free to use this device or not. 
 
4.9 - Calculator and data acquisition 
 

4.9.1 _ Calculator 
 

Only the SRG 141 Magneti calculator Marelli defined and approved by Stellantis Motorsport and sold by 
TEAM FJ is authorized. It must remain at its original location as described in the assembly instructions. 
 
The ECU serial number will be entered into the spec -sheet and recorded as associated with the 
competitor for the Stellantis Motorsport Rally Cup North America . 
 
Its replacement will only work in the event of a proven malfunction and after agreement from the 
technical commissioner. In this case, the competitor must inform TEAM FJ and immediately send a 
modified specification sheet ( spec-sheet ). 
 

4.9.2_ Data acquisition 
 
Technical commissioners must be able to connect to these calculators at any time time of the test , and 
be able to use the data recorded during the checks of compliance techniques . It is therefore the 
competitor's responsibility to ensure the good condition of the Ethernet network connection socket and 
the electrical harness . 
 
Any erasure of data acquisition is prohibited during a round of the Stellantis Motorsport Rally Cup 
North America , from preliminary technical verifications to final technical verifications. 
 
ARTICLE 5 - LUBRICANTS 
 
The use of the following lubricants is mandatory: 
 

- Engine fluid: Total Quartz Ineo First 0w30, reference PS97727A10 
- Power steering fluid: Total Fluid LDS, reference 1615099680 
- ELF HTX750 75W140 gearbox oil, reference 904895438A 

 
Brake fluid and coolant are free. 
 
ARTICLE 6 - TRANSMISSION 
 
Only the cylindrical final drives and homologated ratios specified in the specification sheet and defined by 
Stellantis Motorsport are authorized. 
 
ARTICLE 7 – ELECTRICITY 
 
All electrical equipment (power box, electrical harnesses, computer, sensors, actuators, etc.) must be 
present, operational and in perfect working order at all times during a test . 
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ARTICLE 8 – SUSPENSION AND BRAKING 
 
8.1 Suspension 
 
Adjustment of the geometry and stiffness of the running gear is authorized using parts defined by 
Stellantis Motorsport and sold by TEAM FJ , in accordance with the specification sheet in force in a given 
event and the recommendations of Stellantis Motorsport. 
 
Only shock absorbers defined by Stellantis Motorsport and sold by TEAM FJ are authorized, without any 
internal or external modification, in accordance with the specification sheet in force for a given event. 
 
The front and rear anti-roll bar systems, permitted in the specification sheet for a given surface, may be 
disconnected or removed. 
 
8.2 Braking 
 

8.2.1_ Braking system : 
 
The use of the EVO braking system as described in InfoTech 24-06, specified in the specification sheet 
and defined by Stellantis Motorsport, is mandatory. 
 

8.2.2_ Brake Pads :  
 
Only the plates appearing in the specification sheet ( spec-sheet ) for the earth, distributed by TEAM FJ 
and identified “ Stellantis Cup ” are authorized: 
 
 

 
 

 
 
 
 
 

 
 
 
 
ARTICLE 9 – TIRES 
 
9.1. “Dirt” Rallies : 
To compete in the rallies of the 2026 Stellantis Motorsport Rally Cup North America, each competitor 
must use exclusively and at all times the tires of the official manufacturer appointed by TEAM FJ and 
respecting the specifications (models and types of rubber) defined for the 2026 season. 

For the SEMI-FINAL and the FINAL, each competitor can use a maximum of 8 tires per rally, including 
spare wheel(s). These will be recorded on a tire marking sheet specific to each of the 2 rallies. 

The cutting of these tires is free in compliance with ARA and CRC regulations as well as the regulations 
of each rally and the manufacturer's prescriptions. 

Stellantis Motorsport Rally Cup North America events , the use of surface treatment by chemical 
products, or mechanical action, or any other heating system (heating blankets for example) is prohibited. 
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9.2. “Snow and Ice” Tires : 
 

For snow and ice conditions, competitors are free to use the tires of their choice in compliance with ARA 
and CRC regulations as well as the regulations of each rally. 

 
ARTICLE 10 - WEIGHT 
 
10.1 Minimum weight 
 
The minimum weight of vehicles allowed is 1080kg . 
 
The minimum weight is the weight at any time during an event, without driver or codriver or their helmets 
and Hans, with a single spare wheel, with tools and spare parts located inside the vehicle, and empty fuel 
and windshield washer tanks. 
 
Tools and spare parts located inside the vehicle must be securely fastened and behind the driver and co-
driver seats. 
 
10.2 Ballasts 
 
It is permitted to adjust the vehicle weight only using the elements defined by Stellantis Motorsport and 
sold by TEAM FJ: 
 

Reference Qty Designation 

904654688A 1 5 KG WEIGHT PLATE 

904654708A 1 2.5KG BALLAST PLATE 

 
The products must be placed inside the passenger compartment, on the floor and under the seats. They 
must be fixed using 4x M10 screws of minimum quality 10.9 combined with washers and lock nuts. 
 
The competitor must inform the technical commissioner of the presence of fear during the preliminary 
technical checks. 
 
ARTICLE 11 - EQUIPMENT 
 
11.1 Interior equipment 
 
The use of a Sparco steering wheel with a diameter of 330 mm is mandatory. Models made of composite 
materials such as carbon or Kevlar are prohibited. 
 
11.2 Exterior equipment 
 
The underbody protections of the Earth kit are authorized for asphalt use as long as they come from the 
Rally4 kit defined and approved by Stellantis Motorsport and marketed by TEAM FJ for the vehicles 
admitted 
 
11.3 Safety equipment 
 
The following safety equipment is mandatory: 
 

- Buckets: 
o Sparco I or 2 
o Sparco Matrix with its matching brackets. 
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Or any other seat in the Sparco range except carbon or Kevlar models. 
 

- Sparco 6-point harness sold in Rally4 kits for eligible vehicles. 
- Harness cutters sold in the Rally4 kits of eligible vehicles. 
- Automatic fire extinguisher, sold in the Rally4 kits of approved vehicles. 
- 2 kg manual fire extinguisher, sold in the Rally4 kits of approved vehicles. 

 

11.4 On-board automatic extinguishing system 
 

11.4.1_ Fire extinguisher manual 
 
The presence of the manual fire extinguisher as defined in the kit of admitted vehicles is obligatory, it is 
the competitor's responsibility to ensure that it is in perfect working order, perfectly maintained and easily 
accessible by the crew. 
 

11.4.2_ Automatic extinguishing device 

 
Only the FIA-approved automatic extinguishing device defined by Stellantis Motorsport and marketed by 
TEAM FJ for eligible vehicles is permitted. The extinguisher circuit must comply with the instructions in 
the manufacturer's manual. 
 
The pipes of the automatic extinguishing circuit must be secured using metal clamps. The use of plastic 
clamps such as "tie-rope" is prohibited. 
 
The system buses must be fixed using the fixing brackets referenced 904467318B and 904467308B or 
equivalent. 
 
It is the competitor's responsibility to ensure that both circuits are in perfect working order, pressurized 
and that the starting device is easily accessible by the crew in driving condition, with harnesses 
tightened. 
 
11.5 Protection of the roll bar tubes 
 
As part of the Stellantis Motorsport Rally Cup North America , the installation of roll cage protection 
foams must comply with ARA and CRC regulations. 

 
11.6 Additional lights 
 
Only the two headlight bar models defined by Stellantis Motorsport, marketed TEAM FJ and specified in 
the specification sheet are authorized. 
 
The cornering lights are free. 
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www.RallyCupNorthAmerica.com 
 

CONTACTS 

 

FJ TEAM 

Official Stellantis Motorsport Distributor in North America 
 

 

Managing Director Stellantis Motorsport Rally Cup North America 

Jérôme GALPIN 

 Tel : +33 608 16 94 42 

Email: jer@teamfj.com 

 

Stellantis Motorsport Rally Cup North America Coordinator 

Maxime GALPIN 

Tel: +33 684 99 39 77 
Email: mgalpin@TeamFJ.com 
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